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Nerf Bar Instructions Frame Prep

REMOVE
On Both

Sides of Frame

Rear Of Frame

Drill Holes to 25/64"
Both Sides

***This step is best to be
performed by a professional
fabricator or machine shop.***

But can be done at home shop
with a grinder, cut off wheel and a
60 grit flap disk.

Drill Rivets
1/8 Drill Bit

VIN Plate
Relocation

Cut Bracket Off
Grind Smooth

VIN PLATE
Once VIN Plate is
removed. It can be
relocated to a new
location. Drill 2 18 Holes
and rivet.
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Nerf Install Instructions Drilling

1/4-20 x 2 GR8 Bolt
Qty 6

3 Per Side

1/4-20 Nyloc Nut
Qty 6

3 Per Side

Once nerf bars are slid on the mounting tubes and
everything is tight you can drill the mounting holes using
a 17

64 drill bit.

Approximately 1" from the ends of the aluminum tube.

Use a center punch to mark your hole.

Tip: Use a pilot drill bit to get your hole started.
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Nerf Install Instructions w/o hardware

Heel Guard

Heel Guard Mount

Peg Peg Stud w/ optional
foot brake mount.

Peg
Mount Front Cross Bar

Net Tab
Others Removed For Clarity

Once Frame is prepped. Loosely install the front cross
tube, peg studs and heel guard mount tubes using supplied
hardware.

Slide loosely assembled nerf bar onto loosely installed
mounts.

Once installed tighten everything working side to side and
squareing as needed.
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Net Install Instructions

THANK YOU FOR YOUR PURCHASE
OF DBR NERF BARS!

WE PRIDE OURSELVES IN TOP
QUALITY PRODUCTS AND OUR NETS
ARE SECOND TO NONE!

THIS DRAWING SHOWS HOW TO
INSTALL OUR NETS.


	Sheets and Views
	Sheet1


